
Wyse 5070 Thin Client 
Operating System 

• Win10 IoT 64-bit LTSC 2019, English 

Processor 

• Intel Celeron™ J4105 (4 Cores/4MB/4T/up to 2.5GHz/10W) supports 
Windows10/Linux/ThinOS/ThinOS+PCoIP 

Networking 

• Integrated Realtek® Ethernet LAN 10Mb/100Mb/1Gb Copper RJ45 
Optional Intel® Wireless-AC 9560 2x2 802.11ac with Bluetooth 5.0, external antennas 
Wake on LAN 

Ports 

• Slim Chassis 
3 USB 2.0 (2 front, 1 internal) 
6 USB 3.0 (1 front, 4 rear, 1 int) 
1 USB 3.1 Type C (front) 
2 DisplayPort™ 1.2a (Celeron) 
3 DisplayPort™ 1.2a (Pentium) 
1 VGA port (optional) 
1 1Gb/s RJ45 (2nd RJ45 optional) 
1 Serial port, powered (2nd serial port optional) 
1 SFP networking port (optional) 
1 Dual-antenna wireless networking module (optional, WiFi and Bluetooth) 
1 Smartcard/CAC reader (optional front integrated) 
 
Extended Chassis 
3 USB 2.0 (2 front, 1 internal) 
6 USB 3.0 (1 front, 4 rear, 1 int) 
1 USB 3.1 Type C (front) 
3 DisplayPort™ 1.2a 
3 DisplayPort™ 1.2a (optional AMD Radeon 9173 GPU with 1 std + 2 mini) 
1 VGA port (optional) 
1 1Gb/s RJ45 (2nd RJ45 optional) 
2 Serial port (one powered) 
1 Parallel port 
1 SFP networking port (optional) 
1 Dual-antenna wireless networking module (optional, WiFi and Bluetooth) 
1 Smartcard/CAC reader (optional front integrated) 
1 PCI Express ½-height slot 

 



Connectivity 

• Integrated Realtek® Ethernet LAN 10Mb/100Mb/1Gb Copper RJ45 
Optional Intel® Wireless-AC 9560 2x2 802.11ac with Bluetooth 5.0, external antennas 
Wake on LAN 

• 8GB 2x4GB, 2400MHz DDR4 Memory 

Hard Drive 

• 32G eMMC Included in Chassis 

Dimensions & Weight 

• Slim: Height 184 mm x Width 35.6 mm x Depth 184 mm 
Extended: Height 184 mm x Width 56 mm x Depth 184 mm 

Warranty 

• 3 Years ProSupport with Next Business Day Onsite Service 

Security 

• Built-in chassis security lock slot (cable sold separately) 
Trusted Platform Module (TPM) 2.0 

Regulatory 

• Product Safety, EMC and Environmental Datasheets 
Dell Regulatory Compliance Home Page 
Dell and the Environment 

 

 


